
Selectable LED Glass Wall Pack light
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The Selectable LED Glass Wall Pack
Lighting Series can be widely used for 
Indoor or Outdoor (Wet Location) 
Excellent for Museums,Art Galleries, 
Shopping Malls, Office Buildings, 
Walls and many other applications.

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W

Feeeaaatttuuurrreeesss:::

96.2X110.5°

AC120-277V

TTTYYYPPPEEE

3000K,4000K,5000K

＞70

WWWAAATTTTTTAAAGGGEEE

LLLUUUMMMEEENNN

EEEFFFFFFIIICCCAAACCCYYY

CCCCCCTTT

CCCRRRIII

IIINNNPPPUUUTTT   VVVOOOLLLTTTAAAGGGEEE

LLLIIIGGGHHHTTTIIINNNGGG   AAANNNGGGLLLEEE

LLLEEEDDD   TTTYYYPPPEEE  2835

PPPFFF

DDDRRRIIIVVVEEERRR   EEEFFFFFFIIICCCIIIEEENNNCCCYYY

PPPRRROOOTTTEEECCCTTTIIIOOONNN   LLLEEEVVVEEELLL

LLLIIIFFFEEE   TTTIIIMMMEEE ＞50000 hours

WWWAAARRRRRRAAANNNTTTYYY 5 year limited

70W & 4000K                                                                           120W & 4000K

WWWSSSDDD---GGGWWWPPP222888444222555666777WWW222777---333444555KKK---DDD---PPP---GGG222

28W

6990 lm

＞150 lm/W

＞0.95

＞89%

WET

Packaging information:

WSD-GWP2842567W27-345K-D-P-G2:

WSD-GWP48729612W27-345K-D-P-G2:

Carton Size:390MM X 235MM X 290MM (1Pcs/CTN)

                     (15.36” X9.26” X11.42” ) 

• Lumileds LED, high luminous efficiency and long 

   working life .

• High efficiency LED Driver, the wide range input 

   voltage AC120-277V.

• Die Cast aluminium cooling design,high quality  

   and better cooling for LED Tj < 85℃.

• Excellent Optics design, greatly improve the light 

   utilization and evenness.

• The 1-10V Dimming type is continuous.

48W

4800 lm

    C CT 
Sel e ctable

POWER 
Sel ectable

WWWSSSDDD---GGGWWWPPP444888777222999666111222WWW222777---333444555KKK---DDD---PPP---GGG222

42W 70W 72W56W 96W 120W

6393 lm 7880 lm 9808 lm 10447 lm 13422 lm 16767 lm

99.5X105.4°

FFFAAACCCTTTOOORRRYYY   SSSEEETTTTTTIIINNNGGGSSS

WSD LED INC
Green Lighting Resources

®

Address: 1250 Wattley Way, Suite 100, McKinney, TX 75069
Email: leo.zhu@wisdom-ssl.com • Tel: 469.857.5693 / 214.940.9558 www.wsdled.ccWSD LED INC

Green Lighting Resources

®



DIMENSION:

ORDERING INFORMATION:

EXXXAMPLLLE::: 
WSD-GWP2842567W27-345K-Z[D,W,B,S]-Y[Blank,P]-G2 / WSD-GWP48729612W27-345K-Z[D,W,B,S]-Y[Blank,P]-G2
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WSD GWP 2842567 27

GWP
LED Glass 
Wall Pack 
light

2842567
28W/42W
56W/70W
48729612
48W/72W
96W/120W

27
AC120-277V

WSD LED INC

345K

Selectable LED Glass Wall Pack light

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W

CCTPRODUCTCOMPANY POWER VOLTAGE

345K
3000K/4000K/5000K

Control Module:

Specifications: 
Shell materials: Aluminum & PC.
Finish: Dark Bronze(Standard)
Net weight：10.2(lbs)

   Product Size:
            360.8mmX235.5mmX183.3mm
           14.20”X9.27”X7.22”

Z

FINISH

D (Dark Bronze)
W (White)
B (Black)
S (Silvery)

Y

P (Photocell)

CONTROL

WSD LED INC
Green Lighting Resources

®

Address: 1250 Wattley Way, Suite 100, McKinney, TX 75069
Email: leo.zhu@wisdom-ssl.com • Tel: 469.857.5693 / 214.940.9558 www.wsdled.ccWSD LED INC

Green Lighting Resources

®

G2

UPDATE

Second 
generation 

product

Selectable Power
Four position sliding switch
100% / 80% / 60% / 40%

Selectable CCT
Three position sliding switch

3000K / 4000K / 5000K
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PHOTOMETRICS:

WWWSSSDDD---GGGWWWPPP222888444222555666777WWW222777---333444555KKK (28W&4000K)

WWWSSSDDD---GGGWWWPPP222888444222555666777WWW222777---333444555KKK (42W&4000K)

For complete IES files, please visit our website.

Selectable LED Glass Wall Pack light

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W

WWWSSSDDD---GGGWWWPPP222888444222555666777WWW222777---333444555KKK (56W&4000K)

WSD LED INC
Green Lighting Resources

®

Address: 1250 Wattley Way, Suite 100, McKinney, TX 75069
Email: leo.zhu@wisdom-ssl.com • Tel: 469.857.5693 / 214.940.9558 www.wsdled.ccWSD LED INC

Green Lighting Resources

®

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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UNIT:cd
C0/180,95.9

UNIT:cd

C90/270,110.5

AVERAGE BEAM ANGLE(50%):103.2 DEG

0

400
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1200

1600

2000

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 221.55cm428.2,1218lx

2m 443.09cm107.0,304.5lx

3m 664.64cm47.57,135.4lx

4m 886.19cm26.76,76.13lx

5m 1107.73cm17.13,48.73lx

6m 1329.28cm11.89,33.84lx

7m 1550.83cm8.738,24.86lx

8m 1772.37cm6.690,19.03lx

9m 1993.92cm5.286,15.04lx

10m 2215.47cm4.282,12.18lx

Height Eavg,Emax DiameterAngle:95.85deg

Flux out:1659 lm
 32.8' 10.00m

 26.2'  8.00m

8.00m

26.2'

 19.7'  6.00m

 13.1'  4.00m

4.00m

13.1'

  6.6'  2.00m

  0.0'  0.00m

0.00m

0.0'

  6.6'  2.00m

 13.1'  4.00m

4.00m

13.1'

 19.7'  6.00m

 26.2'  8.00m

8.00m

26.2'

 32.8' 10.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.3550lx 0.03298fc

  5% 0.5917lx 0.05497fc

 10% 1.183lx 0.1099fc

 30% 3.550lx 0.3298fc

 50% 5.917lx 0.5497fc

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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UNIT:cd
C0/180,95.9

UNIT:cd

C90/270,110.5

AVERAGE BEAM ANGLE(50%):103.2 DEG

0

500
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1500

2000

2500

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
 32.8' 10.00m

 26.2'  8.00m

8.00m

26.2'

 19.7'  6.00m

 13.1'  4.00m

4.00m

13.1'

  6.6'  2.00m

  0.0'  0.00m

0.00m

0.0'

  6.6'  2.00m

 13.1'  4.00m

4.00m

13.1'

 19.7'  6.00m

 26.2'  8.00m

8.00m

26.2'

 32.8' 10.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.4725lx 0.04389fc

  5% 0.7875lx 0.07316fc

 10% 1.575lx 0.1463fc

 30% 4.725lx 0.4389fc

 50% 7.875lx 0.7316fc

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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9.10
7.30
5.40
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1.80
1.50
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0.7300
0.5400
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UNIT:cd
C0/180,95.1

UNIT:cd

C90/270,110.8

AVERAGE BEAM ANGLE(50%):102.9 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 222.52cm549.2,1620lx

2m 445.04cm137.3,405.0lx

3m 667.56cm61.03,180.0lx

4m 890.08cm34.33,101.2lx

5m 1112.60cm21.97,64.80lx

6m 1335.12cm15.26,45.00lx

7m 1557.65cm11.21,33.06lx

8m 1780.17cm8.582,25.31lx

9m 2002.69cm6.781,20.00lx

10m 2225.21cm5.492,16.20lx

Height Eavg,Emax DiameterAngle:96.10deg

Flux out:2283 lm

1m 219.27cm662.2,1882lx

2m 438.53cm165.5,470.4lx

3m 657.80cm73.58,209.1lx

4m 877.07cm41.39,117.6lx

5m 1096.33cm26.49,75.27lx

6m 1315.60cm18.39,52.27lx

7m 1534.87cm13.51,38.40lx

8m 1754.14cm10.35,29.40lx

9m 1973.40cm8.175,23.23lx

10m 2192.67cm6.622,18.82lx

Height Eavg,Emax DiameterAngle:95.26deg

Flux out:2566 lm
 32.8' 10.00m

 26.2'  8.00m

8.00m

26.2'

 19.7'  6.00m

 13.1'  4.00m

4.00m

13.1'

  6.6'  2.00m

  0.0'  0.00m

0.00m

0.0'

  6.6'  2.00m

 13.1'  4.00m

4.00m

13.1'

 19.7'  6.00m

 26.2'  8.00m

8.00m

26.2'

 32.8' 10.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.5539lx 0.05146fc

  5% 0.9231lx 0.08576fc

 10% 1.846lx 0.1715fc

 30% 5.539lx 0.5146fc

 50% 9.231lx 0.8576fc



4/5

PHOTOMETRICS:

WWWSSSDDD---GGGWWWPPP222888444222555666777WWW222777---333444555KKK (70W&4000K)

For complete IES files, please visit our website.

Selectable LED Glass Wall Pack light

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W

WWWSSSDDD---GGGWWWPPP444888777222999666111222WWW222777---333444555KKK (48W&4000K)

WWWSSSDDD---GGGWWWPPP444888777222999666111222WWW222777---333444555KKK (72W&4000K)

WSD LED INC
Green Lighting Resources

®

Address: 1250 Wattley Way, Suite 100, McKinney, TX 75069
Email: leo.zhu@wisdom-ssl.com • Tel: 469.857.5693 / 214.940.9558 www.wsdled.ccWSD LED INC

Green Lighting Resources

®

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
MH(m)
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S(m)14.0
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UNIT:cd
C0/180,96.0

UNIT:cd

C90/270,110.5

AVERAGE BEAM ANGLE(50%):103.2 DEG

0

800

1600

2400

3200

4000

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

 32.8' 10.00m

 26.2'  8.00m

8.00m

26.2'

 19.7'  6.00m

 13.1'  4.00m

4.00m

13.1'

  6.6'  2.00m

  0.0'  0.00m

0.00m

0.0'

  6.6'  2.00m

 13.1'  4.00m

4.00m

13.1'

 19.7'  6.00m

 26.2'  8.00m

8.00m

26.2'

 32.8' 10.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.7228lx 0.06715fc

  5% 1.205lx 0.1119fc

 10% 2.409lx 0.2238fc

 30% 7.228lx 0.6715fc

 50% 12.05lx 1.119fc

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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UNIT:cd
C0/180,99.8

UNIT:cd

C90/270,105.4

AVERAGE BEAM ANGLE(50%):102.6 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 222.29cm840.6,2463lx

2m 444.57cm210.2,615.8lx

3m 666.86cm93.40,273.7lx

4m 889.15cm52.54,154.0lx

5m 1111.43cm33.63,98.53lx

6m 1333.72cm23.35,68.43lx

7m 1556.01cm17.16,50.27lx

8m 1778.29cm13.14,38.49lx

9m 2000.58cm10.38,30.41lx

10m 2222.87cm8.406,24.63lx

Height Eavg,Emax DiameterAngle:96.04deg

Flux out:3495 lm

 32.8' 10.00m

 26.2'  8.00m

8.00m

26.2'

 19.7'  6.00m

 13.1'  4.00m

4.00m

13.1'

  6.6'  2.00m

  0.0'  0.00m

0.00m

0.0'

  6.6'  2.00m

 13.1'  4.00m

4.00m

13.1'

 19.7'  6.00m

 26.2'  8.00m

8.00m

26.2'

 32.8' 10.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.4799lx 0.04458fc

  5% 0.7998lx 0.07431fc

10% 1.600lx 0.1486fc

30% 4.799lx 0.4458fc

 50% 7.998lx 0.7431fc

1m 232.73cm569.0,1631lx

2m 465.47cm142.3,407.7lx

3m 698.20cm63.23,181.2lx

4m 930.93cm35.57,101.9lx

5m 1163.67cm22.76,65.22lx

6m 1396.40cm15.81,45.30lx

7m 1629.13cm11.61,33.28lx

8m 1861.87cm8.891,25.48lx

9m 2094.60cm7.025,20.13lx

10m 2327.34cm5.690,16.31lx

Height Eavg,Emax DiameterAngle:98.65deg

Flux out:2539 lm

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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UNIT:cd
C0/180,99.6

UNIT:cd

C90/270,105.1

AVERAGE BEAM ANGLE(50%):102.4 DEG

0

900

1800

2700

3600

4500

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 231.79cm846.6,2389lx

2m 463.58cm211.7,597.1lx

3m 695.37cm94.07,265.4lx

4m 927.16cm52.91,149.3lx

5m 1158.95cm33.86,95.54lx

6m 1390.75cm23.52,66.35lx

7m 1622.54cm17.28,48.75lx

8m 1854.33cm13.23,37.32lx

9m 2086.12cm10.45,29.49lx

10m 2317.91cm8.466,23.89lx

Height Eavg,Emax DiameterAngle:98.42deg

Flux out:3778 lm
 32.8' 10.00m

 26.2'  8.00m

8.00m

26.2'

 19.7'  6.00m

 13.1'  4.00m

4.00m

13.1'

  6.6'  2.00m

  0.0'  0.00m

0.00m

0.0'

  6.6'  2.00m

 13.1'  4.00m

4.00m

13.1'

 19.7'  6.00m

 26.2'  8.00m

8.00m

26.2'

 32.8' 10.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.7087lx 0.06584fc

  5% 1.181lx 0.1097fc

10% 2.362lx 0.2195fc

30% 7.087lx 0.6584fc

 50% 11.81lx 1.097fc
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PHOTOMETRICS:

WWWSSSDDD---GGGWWWPPP444888777222999666111222WWW222777---333444555KKK (96W&4000K)

WWWSSSDDD---GGGWWWPPP444888777222999666111222WWW222777---333444555KKK (120W&4000K)

For complete IES files, please visit our website.

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W

Selectable LED Glass Wall Pack light WSD LED INC
Green Lighting Resources

®

Address: 1250 Wattley Way, Suite 100, McKinney, TX 75069
Email: leo.zhu@wisdom-ssl.com • Tel: 469.857.5693 / 214.940.9558 www.wsdled.ccWSD LED INC

Green Lighting Resources

®

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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S(m)18.0
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UNIT:cd
C0/180,99.7

UNIT:cd

C90/270,105.1

AVERAGE BEAM ANGLE(50%):102.4 DEG

0

1100

2200

3300

4400

5500

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
 32.8' 10.00m

 26.2'  8.00m

8.00m

26.2'

 19.7'  6.00m

 13.1'  4.00m

4.00m

13.1'

  6.6'  2.00m

  0.0'  0.00m

0.00m

0.0'

  6.6'  2.00m

 13.1'  4.00m

4.00m

13.1'

 19.7'  6.00m

 26.2'  8.00m

8.00m

26.2'

 32.8' 10.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.9109lx 0.08463fc

  5% 1.518lx 0.141fc

 10% 3.036lx 0.2821fc

 30% 9.109lx 0.8463fc

 50% 15.18lx 1.41fc

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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S(m)23.0
19.0
15.0
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7.50
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3.00
1.90
1.50
1.10
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UNIT:cd
C0/180,99.6

UNIT:cd

C90/270,105.1

AVERAGE BEAM ANGLE(50%):102.3 DEG

0

1300

2600

3900

5200

6500

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

1m 231.87cm1086,3066lx

2m 463.75cm271.5,766.6lx

3m 695.62cm120.7,340.7lx

4m 927.49cm67.87,191.7lx

5m 1159.36cm43.44,122.7lx

6m 1391.24cm30.16,85.18lx

7m 1623.11cm22.16,62.58lx

8m 1854.98cm16.97,47.91lx

9m 2086.85cm13.41,37.86lx

10m 2318.73cm10.86,30.66lx

Height Eavg,Emax DiameterAngle:98.44deg

Flux out:4845 lm

1m 232.32cm1354,3829lx

2m 464.65cm338.6,957.3lx

3m 696.97cm150.5,425.5lx

4m 929.29cm84.64,239.3lx

5m 1161.62cm54.17,153.2lx

6m 1393.94cm37.62,106.4lx

7m 1626.26cm27.64,78.15lx

8m 1858.58cm21.16,59.83lx

9m 2090.91cm16.72,47.27lx

10m 2323.23cm13.54,38.29lx

Height Eavg,Emax DiameterAngle:98.55deg

Flux out:6042 lm
 32.8' 10.00m

 26.2'  8.00m

8.00m

26.2'

 19.7'  6.00m

 13.1'  4.00m

4.00m

13.1'

  6.6'  2.00m

  0.0'  0.00m

0.00m

0.0'

  6.6'  2.00m

 13.1'  4.00m

4.00m

13.1'

 19.7'  6.00m

 26.2'  8.00m

8.00m

26.2'

 32.8' 10.00m

MOUNTING HEIGHT: 33'(10.0m)

 3% 1.141lx 0.106fc

 5% 1.901lx 0.1766fc

10% 3.803lx 0.3533fc

30% 11.41lx 1.06fc

 50% 19.01lx 1.766fc


